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U.S. Department 400 Seventh Street, S.W.
of Transportation COVPETENT AUTHORI TY CERTI FI CATI ON Washington, D.C. 20590
Pipeline and FOR A TYPE B(U)F FISSI LE

Hazardous Materials RADI OACTI VE MATERI ALS PACKAGE DESI GN

Safety Administration ~ CERTI FI CATE USA/ 0573/ B(U) F-85, REVI SION 2

REVALI DATI ON OF GERVAN COVPETENT AUTHORI TY
CERTI FI CATE D/ 4342/ B(U) F- 85

This certifies that the radioactive material package design described is
hereby approved for use within the United States for inport and export
shipnents only. Shiprments nust be nade in accordance with the applicable
regul ati ons of the International Atom c Energy Agency! and the United States
of America?.

1. Package ldentification - TN 7-2 Irradi ated Fuel Assenbly Cask.

2. Package Description and Authori zed Radi oactive Contents - as descri bed
in Germany Certificate of Conpetent Authority D/4342/B(U)F-85,
Revi sion 3 (attached).

3. Criticality - The mninmum criticality safety index is 8.33. The
maxi mum nunber of packages per conveyance is determ ned in accordance
with Table X of the I AEA regulations cited in this certificate.

4, General Conditions -

a. Each user of this certificate nust have in his possession a copy
of this certificate and all docunents necessary to properly
prepare the package for transportation. The user shall prepare
the package for shipment in accordance with the docunentation
and applicabl e regul ati ons.

b. Each user of this certificate, ot her than the original
petitioner, shall register his identity in witing to the Ofice
of Hazardous Materials Technology, (PHH23), Pipeline and
Hazardous Materials Safety Admnistration, U S. Departnment of
Transportation, Washington D.C. 20590-0001.

C. This certificate does not relieve any consignor or carrier from
conpliance with any requirenent of the Governnent of any country
t hrough or into which the package is to be transported.

1 "Regulations for the Safe Transport of Radioactive Material, 1996
Edition (Revised), No. TS-R-1  (ST-1, Revi sed) , " published by the
International Atom c Energy Agency(lAEA), Vienna, Austria.

2 Title 49, Code of Federal Regulations, Parts 100-199, United States of
Aneri ca.
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d. This certificate provides no relief from the linmitations for
transportation of plutoniumby air in the United States as cited
in the regulations of the U S. Nuclear Regulatory Conm ssion 10
CFR 71. 88.

e. Records of Quality Assurance activities required by Paragraph
309 of the I1AEA regulations! shall be maintained and nade
available to the authorized officials for at |east three years
after the last shipment authorized by this «certificate.
Consignors and consignees in the United States exporting or
inmporting shipnments under this certificate shall satisfy the
requi rements of Subpart H of 10 CFR 71.

5. Special Condition - This authorization is only valid for serial nos. 1
and 2 (fabrication nos. 2784 and 2797).

6. Marking and Labeling - The package shall bear the rmarking
USA/ 0573/ B(U)F-85 in addition to other required markings and | abeli ng.

7. Expiration Date - This certificate expires on Decenber 31, 2008.

This certificate is issued in accordance wth paragraph 817 of the |AEA
Regul ations and Section 173.472 and 173.473 of Title 49 of the Code of
Federal Regulations, in response to the Decenber 08, 2005 petition by
Transport Logistics International, Burtonsville, M and in consideration of
other information on file in this Ofice.

Certified By:
% Feb 24 2006
Robert A. McQuire ( DATE)
Associ ate Administrator for Hazardous Materials Safety
Revision 2 - Issued to revalidate Gernman Certificate of Approval No.

DY 4342/ B( U) F- 85, Revision 3.



Translation

Federal Agency for Radiation Protection

Certificate of Approval

D/4342/B{U)F-85 (Rev. 3)
for a transport package design of the typs B(U) for fisslle radioactive materials

Following the request filed by Nuclear Cargo + Service GmbH, Hanau, on October 26, 2005
(Ref. No.: bw/ck) the transport cask with the manufacturer designation transport container TN
7-2 for irradiated fuel assemblles has been approved as type B(U) package design for fissile
radioactive material to be transported per road, rail, sea and interior waterways, according to
the following regulations:

Regulations for the Safe Transport of Radioactive Materials, 1996 Edition (As Amended 2003), Intema-
tional Atomic Energy Agency (IAEA), No. TS-R-1, § 817,

European Agreement for Intemational Transports of Dangerous Goods by Road (ADR Agreement) of Sep-
tember 30, 1957 (BGBI. 1969 Il p. 1489), enforced by the 17" ADR modification decree of August 27,
2004 (BGBI. 2004 Il p. 1274), Attachments A and B,

Regulations for international Transports of Dangerous Goods by Rail (RID) - Enclosure | of Appendix B of the
Agreement conceming Intemationzi Rasilway Traffic (COTIF Agreement) of 8 May 1980 (BGBI. 1985 |1, p.
130), put into force with the 12" RID-Amendment Order dated 28 September 2004 (BGBI. 2004 |l p. 1434),

International Maritime Dangeraus Goods Code (IMDG-Code). Amendment 31-02,

Regulations for the Domestic and Intemnational Transport of Dangerous Goods by Road and Rall (Danger-
ous Goods Regulations Road and Rail - GGVSE) dated 03 January 2005 (BGBI. | p. 37),

Regulations for the Transport of Dangerous Goods with Sea Going Vessels (Dangerous Goods Regulations
Sea - GGVSee) dated 4 November 2003 (BGBI. | p. 2286),

Regulations Conceming the Transport of Dangerous Goods over Inland Waterways (Dangerous Goods Regu-
lations Inland Navigation - GGVBInSch) of 31 January 2004 (BGBI. | p. 136) and Order for the Modification of
the Regulations for the Transport of Dangerous Goods on the Rhine (ADNR) and for the Modification of the
Regulations for the Transport of Dangerous Goods on the Mosel dated 12 July 2003 (BGBI. Il p. 648)
Regulations for Intemational Transports of dangerous Gaods by Rail (RID-Rules) - Enclosure | of Attach-
ment B of the Agreement conceming Intemational Raitway Traffic (COTIF Agreement) of May 9, 1980
(BGBI. 1985 Il p. 130), enforced with the 10" RID modification decree of January 07, 2003 (BGBI. 2003 |l

p. 50),

in combination with the Regulations of the Federal Minister far Traffic, Building and Housing (BMVBW) of
of November 17, 2004 (VKBI. Volume 23, p. 594, 2004) and February 20 1991 (VKBI. Valume 4, p. 231,
1991).

it is certified that the Federal Agency for Protection against Radiation, Salzgitter, is the Compe-
tent Authority authorized by the Federal Minister for Traffic according to Paragraph 22 of the
IMDG Code German.
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Holder of approval: Nuclear Cargo + Service (NCS) GmbH
Rodenbacher Chaussea 6
63457 Hanau

Documents:

Safety Report for Transport Cask TN 7-2 for irradiated fuel assemblies TN 8218, Edition 0
of May 1982 from Transnuklear GmbH (TN GmbH} Company

Criticality Safety Analyses for the Cask TN 7-2 with 60 DIDO Fuel Assemblies, Report
WT)/145/99 of Wissenschaftlich-Technische Ingenieurberatung (WTI) GmbH of Septem-
ber 1999,

Safety Report for the TN 7-2 transport cask for irradiated DIDO type MTR fuel assem-
blies, Report NCS 9906, Rev. 1, of January 20, 2000, from Nuclear Cargo + Service
GmbH

Containment Analysis for the Transport Container TN 7-2 loaded with MTR Fuel Assem-
blies Type ESSOR and DIDO, Report NCS 9910, Rev. 0 of October 27, 1999, from Nu-
clear Cargo + Service GmbH

As far as the demonstration of criticality safety is concerned, the following documents are
especially referred to:

Report WTI/145/99 of WTI Company of September 1899.

Manufacturer designation: Transport Container TN 7-2 for irradiated fuel
assemblies

identification of the Package Design: D/4342/B(U)F-85
Validity of approval: til December 31, 2008 included

This Certlificate is only valid for the serial no. 1
and 2 (fabrication no 2784 and 2797)

Allowable contents:

At the utmost 80 disassembled irradiated round MTR fuel assemblies (DIDO Type), contain-
ing each at the utmost 1050 g of uranium with a uranium-235 enrichment between 19.5 %
and 94 % with maximum 203 g U-235, in form of a U-Al alloy, U-Al-Al-Dispersion, UsOg-Al-
Dispersion or U;Si;-Al-dispersion clad by aluminum with a minimum cooling time of 250
days, a maximum activity of 1.48 PBq per fuel assembly and maximum thermal power output
of 125 W per fuel assembly. The fuel assemblies are contained in up 1o 4 insert baskets,
each of which may contain as much as 15 fuel assemblies. Maximum thermal power release
is 1.125 kW per insert basket and 4.5 kW per package.

The loading of damaged (corroded) MTR-FA's s allowed, if the surface corrosion (aluminum
cladding) of the fuel plates does not exceed 211 cm? per package.

Criticality Safety Index (CSl): 8.33
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Package design:

As far as all mechanical and thermal characteristics of the above mentioned admissible
contents are concerned, according to the Test Certificate of the Federal Agency for Re-
search and Testing of Materials (BAM), Berlin, of July 13, 1982 (Reference Number:
1.02/2041), the 1* supplement to Test Cerifficate 1.02/2041, of April 27, 1887 (Reference
Number: 1.5/21240), the 2™ supplement to Test Certificate 1.02/2041 of April 10, 1090
(Reference Number: 1.5/23554), the 3 supplement to Test Certificate 1.02/2041 of March
1, 2000 (Reference Number: 111.3/20668), the expertise of BAM of January 28, 2003 {Ref-
erence Number: 111.3/20942) and the felter of BAM dated October 13 2004 (Reference
number: 111.3/21081) as well as November 14, 2005 (Reference Number 111.3/21081) and
as far as criticality safety and radiological shieiding are concerned according to examina-
tions performed by BfS, Design Type “Transport Container TN 7-2 for irradiated fuel as-
semblies” fulfils the requirements for a type B(U) package design for the transport of fissile
radioactive material (JAEA regulations §§ 549 till 556 and 559 till 568).

Penetration of water into all cavities was assumed for the criticality analysis.
Description of package:

Package Design Type "TN 7-2" consists of a cylindrical stainless steel exterior container,
with its corresponding stainiess steel lid, which has an integrated lead shielding, four trun-
nions and a shock absorber both at the bottom and at the lid end, as well as a concentric
cylindrical stainless steel interior container which constitutes the "containment” together
with the lid. Between the interior and the exterior containers there is a 185 mm thick lead
shielding in the wall area, a 170 mm thick lead shielding in the bottom area and a 165 mm.
thick lead shielding in the lid area which is surrounded by a thermal insulation consisting of
humid cement (cf. also attached data sheet). In the interior container up to 4 stacked insert
baskets are loaded.

During fransport, the package is fastened to the vehicle by means of a transport frame.

Main dimensions of transport container TN 7-2 for irradiated fuel assemblies:

Length (without shock absorbers): 3136 mm
Length (with shock absorbers): 3926 mm
Diameter (without shock absorbers): 1030 mm
Diameter (with shock absorber): 1660 mm
Mass (loaded, without transport rack): max. 24270 kg
Drawings
Overview Drawing No. 0-150-050-04-00, Index 7 of June 9, 1982, from TN GmbH, or
Drawing No. 81-0-6542-00, Index 7 of June 9, 1982, of Bleiwerk Goslar
KG
Lid shock absorber: Drawing No. 1-150-050-07-00, Index 3 of June 9, 1982, from TN GmbH, or
Drawing No. 81-1-6542-15, Index 3 of June 9, 1982, of Bleiwerk Goslar
KG

Bottom shock absorber: Drawing No. 1-150-050-08-00, Index 3 of June 8, 1982, from TN GmbH, or
Drawing No. 81-1-6542-16, Index 3 of June 9, 1982, of Bleiwerk Goslar
KG

Fuel assembly insert Draving Mo. 1-150-025-17-00, Index a, of October 21, 1977, from
TH GmbiH

each with corresponding drawings and lists of parts.
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Auxillary directives and remarks:

1.

All quality assurance measures which apply during planning, accompanying controls and
operation, must be performed according to the Technical Guidelines coqcaming Measures
for Quality Assurance (OM) and for Quality Survey (QU) for Radioactive Materials Transport
Packages (TRV 008) of 8MV (VKBI. vol. 4, p. 233, 1991).

This approval only is valid for serial numbers 1 and 2 (fabrication numbers 2784 or 2797),
related to the corresponding final acceptance certificate (Expert certificates No. D 81/1390
S and No. D 81/1391 S of TUV Berlin dated November 22, 1982).

it must be ascertained that every user of the package is registered with BfS before he uses

the package for the first time and that he confirms reception and observance of the Inspec-

tion Book, which contains especially the approval certificate, the operator's manual, the

maintenance instructions and the plan for periodic inspections. In this respect especially

mentioned are:

e handling instructions No. 150-050-H-1.0, Rev. 3 "Handling of Transport Cask TN 7-2" of
November 22, 2002 from Nuclear Cargo + Service GmbH,

 Inspection Instructions No. 150-050-PW-1.0, Rev. 5, "Periodic Inspections of the TN 7-2
Transport Cask” of November 17, 2000, from Nuclear Cargo + Service GmbH.

Every package according to this series design must be durably marked with the above men-
tioned identification and with the date (month, year) of the next periodic inspection.

Every package accarding to this series design must be submitted to periodic Inspections in
due time. For packages which are exclusively used outside of Germany, the periodic in-
spections can be carried out and documented by inspectors who are authorized by the
Competent Authority of the respective country. The Certifications proving that the periadic
inspections were carried out must be sent to BAM and BfS uncalled.

Any modifications of parts lists and the drawings and material specifications mentioned
therein on which the approval was based, must be released by BAM and approved by BfS
in the form of a modification certificate. They are then part of the certificate of package ap-
proval at hand.

After every 25 transports with a series design package of the “transport package TN 7-2 for
irradiated fuel” type, the trunnions at the lid end with their corresponding screws must be
exchanged for new ones. These 25 transporis will be reduced to 12 if it cannot be proved
that handling was exclusively performed with controlled drive Iifting devices and with preci-
sion hoisting gear. Inspections carried out within the scope of periodic inspections shall be
counted as a transport for the assessment of the number of transports.

The package will be transported under exclusive use conditions when the transport index is
greater than 10. No further special measures are required during transport.

This approvél does not relleve the user from the duly to respect the regulations of the coun-
tries towards or through whose territary this package may travel during the transport Jjour-
ney.

10. The validity of Certificate of Approval D/4342/B(U)F-85 (Rev. 2 is not affected by this certifi-

cate.
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Costs:

1. According fo § 12 Section 1 and 2 of the Law for Transport of Dangerous Goods (Gefahr-
guthefdrderungsgesetz — GGBefG) in the version dated September 20, 1998 (BGBL. 1 p.
3114), amended for the last time by the law dated 21 June 2005 {BGBI. | p. 1818) in con-
nection with Article 1 and Aftachment (to Article 1), I. Part, Fee number 007 of the Direc-
tive concerning Costs for Measures to be taken during the Transport of Dangerous Goods
(GGVKostY) of November 13, 1990 (BGBI. | p. 2480), last amended by the Third Order for
the Amendment of Dangerous Goods Regulations dated December 17, 2004 {BGBI. i p.
3711}, costs arising from this certificate - fees and expenses — will be charged.

2. According to § 12 Section 1 of the Law concerning the Transport of Dangerous Goods, re-
lated to § 13 Section 1 and Section 2 of the Law concerning Administration Costs
(VwKostG) of June 23, 1970 (BGBI. p. 821), amended for the last time through the Law of
May 04, 2004 (BGBI. | p. 718), the company Nuclear Cargo+Service GmbH must carry the
costs.

3. The assessment of costs will be notified separately.

Statement of rights of appeal:

Objections against this authorization may be filed within one month after its issuinQ. Objections
must be filed with the Federal Agency for Protection against Radiation, Willy-Brandt-Strale S,
38226 Salzgitter, either in written form, or to be written down.

Salzgitter, December 6, 2005

In representation

Dr. Reiche

Enclosures
Appendix
Attachment Data sheet No. 150-050-00, Index a




- Appendix to Certificate of Approval DI4342/B(U)F-85 (Rev. 3) -

Rev. No. |Date of publica- | Valid till Reason for revision
tion
0 April 06, 2000 April 06, 2003 First publication
1 February 26, 2003 December 31, Application of amended
2004 regulations, deletion of con-
tent no. 2 (ESSOR FA) and
according modification
2 October 28, 2004 March 31, 2006 | Prolongation of the validity,
adjustments zccording to
revised regulations (quota-
tion of regulations)
3 December 06, 2005 | December 31, | Prolongation of the validity,
2008 adjustments according to

revised regulations (quota-
tion of regulations)
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Data sheet 150-050-00 Rev. a (not included in this translation)
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Bundeéamt fur Strahlenschutz

‘Zulassungsschein

D/4342/8(U)F-85 (Rev. 3)
fiir ein Versandstﬁcktﬁuster des Typs B(U) tdr spaltbare radloaktive Stoffe

Aufgrund des Antrages der Firma Nuclear Cargo+Service GmbH, Hanau, vom 26. Oktober 2005
(AZ: bwick) wird der Behalter mit der Herstéllerbezeichnung Transportbehdliter TN7-2 far bestrahite
Brennelemente als Versandstickmuster des Typs B(U) fir spaltbare radioaktive Stoffe nach den
folgendén Vorschriften far die Verkehrstrager Strale, Eisenbahn, See und Binnengewdasser
zugelassen:

Regulations for the Safe Transport of Radioactive Material, 1896 Edition (As Amended 2003); Intemational
Atomic Energy Agency (IAEA), No. TS-R-1, § 817, : '

Européisches Ubereinkommen vom 30 September 1957 Gber die intemationale Befrderung gefahricher
- GUter auf der StraBe (ADR) (BGBI. 1968 if 5. 1488), in Kraft gesetzt mit der 17. ADR-Andeungsverordnung
vom 27. August 2004 (BGBI. 2004 11 S."1274), Anlagen A und B,

Qrdnung fOr die internationale Eisenbahnbefirderung gefahriicher Gater (RID) — Anlage | Zu Anhang B des
Ubereinkommens fiber den intemationalen Eisenbahnverkehr vom 08, Mai 1880 (COTIF-Ubereinkommen)
(BGBI. 19851l S.130), in Kraft gesetzt mit der 12. RID-Anderungsverordnung vom 28B. September 2004
(BGBL. 2004 11 S. 1434), . )

International Maritime Dangerous Goods Code (IMDG-Code), Amendment 31-02, »

Verordnung Uber die innerstaatiiche und grenziberschreitende Beforderung gefahricher GOter auf der Strafle
und mit Eisenbahnen (Gefahrgutverordnung Stralle und Eisenbahn - GGVSE) vom 3. Januar 2005 (BGBI. |

53,

Verordnung Ober die BefSrderung gefihriicher Giter mit Seeschiffen (Gefahrgutverordnung See — GGVSee)
- vom 4. November 2003 (BGBI. | S. 2286), . ,

Verordnung ober -die BefSrderung gefahricher Giter auf Binnengewissem (Gefahrgutverordnung
Binnenschifffahrt - GGVBinSch) vom 31. Januar 2004 (BGBL. | S. 136) und Verordnung zur Neyfassung der
Verordnung liber die Beférderung gefihrlichier Giter auf dem Rhein (ADNR) und zur Neufassung der
Verordnung (iber die Befrderung gefahdicher Ginter auf der Mosel vom 12. Juli 2003 (BGBI. 2003 1l 8. 648),

in Verbindung mit den Richtlinien des Bundesministers ¥0r Verkehr, Bau- und Wohnungswesen (BMVBW)
vom 17. November 2004 (VKBI. Heft 23, S. 584, 2004) und 20. Februar 1991 (VKBI. Heft 4, S. 231, 1991).

'Es wird bestatigt, dass das Bundesamt fOr Strahlenschutz, Salzgitter, die vom Bundesministerium fur
Verkehr autorisierte Behdrde gemafl Abschnitt 22 des IMDG-Code deutsch ist.
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Zulassungsinhaber: Nuclear Cargo+Service GmbH
Rodenbacher Chaussee &
63457 Hanau

Unterlagen:

Sicherheitsbericht Transporthehalter TN7-2 fur bestrahite Brennelemente
TN 8218, Ausgabe 0 vom Mai 4982 der Firma Transnukiear GmbH (TN GmbH)

Kritikalitatssicherheitsnachweise far den Beh&iter TN7-2 mit 60 DiDO-Brennelementen, Bericht
WT1/145/89, der Fa. Wissenschaftlich-Technische Ingenieurberatung (WTI) GmbH vom September
1999

Sicherheitsbericht fir den Transportbehalter TN7-2 fir bestrahite MTR-Brennelemente des Typs
DIDO, Bericht NCS 98906, Rev. 1 vom 20.01.2000 der Firma Nuclear Cargo+Service GmbH

Containment Analysis for the Transport Container TN7-2 loaded with MTR-Fuel Assemblies Type
ESSOR and DIDO, Bericht NCS 9910, Rev. 0 vom 27.10.1999 der Firma Nuclear Cargo+Service
GmbH

Beziiglich des Nachweises der Kritikalitatssicherheit wird insbesondere verwigsen auf:
Bericht WT1/145/39 von September 1989

Herstelierbezelchnung: Transportbehélter TN7-2 far bestrahlte Brennelemente

Kennzeichen des Versandstiicks: D/4342/B(U)F-85

Giiltigkeit der Zulassung: bis einschlieflich 31. Dezember 2008

Dlese Zulassung gilt nur fiir die Seriennummem 1 und 2
(Fabrikationsnummer 2784 bzw. 2797).

Zulissiger Inhalt:

Maximal 60 bestrahite runde MTR-Brennelemente (Typ DIDO), jeweils zerlegt, enthaltend je Element
maximal 1050 g auf 19,5 % bis 94 % an Uran-235 angereichertes Uran mit maximal 203 g Uran-235,
aus einer mit Aluminium umhtliten U-Al-Legierung, UAL~Al-Dispersion, UsO,-Al-Dispersion oder U;Siz-
Al-Dispersion mit einer Mindestabklingzeit von 260 Tagen, einer Aktivitat von maximal 1,48 PBq je
Brennelement und einer Warmeleistung von max. 125W je Brennelement. Die Brennelemente
befinden sich in bis zu vier Einsatzkdrben, wobei je Einsatzkorb bis zu 15 Brennelemente enthalten
sein konnen. Die Wérmeleistung betragt je Einsatzkorb max. 1,125 kW und je Versandsttck maximal
4.5 KW.

Die Beladung mit defekten (korrodierten) MTR-BE ist zulassig, sofemn die korrodierte Oberfiache
(Aluminium-Cladding) der Brennstoffplatten nachweislich nicht groBier als 211 cm* je Behalter ist.

Kritikalitatssicherheitskennzahl (CSI): 8,33




068/12 2005 16:45 FAX 01888 333 1705 BfS SE 1 SZ go12

- Blatt 3 des Zulassungsscheines D/4342/B(U)F-85 (Rev. 3) -

Bauart der Verpackung:

Die Bauart ,Transportbehdlter TN7-2 fOr bestrahite Brennelemente® erfuit hinsichiiich der
mechanischen und thermischen Eigenschaften laut Prifungszeugnis der Bundesanstalt fir Mate-
tialforschung und -prufung (BAM) vom 13. Juli 1982 (AZ: 1.02/2041), dém 1. Nachirag zum
Prufungszeugris  1.02/2041 vom 27  April 1987 (AZ: 1.5/21240), dem 2. Nachtrag zum
Prifungszeuanis 1.02/2041 vom 10. April 1990 (AZ: 1.5/23554), dem 3. Nachtrag zum
Profungszeugnis 1.02/2041 vom 01. Marz 2000 (AZ: 11.3/20668), der Stellungnahme der BAM vom
29. Januar 2003 (AZ:111.3/20842) und den Schreiben der BAM vom 13. Oktober 2004
(AZ: 111.3/21081) sowie 14. November 2005 (AZ: 111.3/21081) und hinsichtich der Kriti-
kalitatssicherheit und der Strahlungsabschirmung nach Profung durch das BfS die an ein Typ B(U)-
Versandstick for spaltbare radioaktive Stoffe gesteliten Anforderungen (IAEA Regulations for the
iafe 'gr)ansporl of Radioactive Material, 1985 Edition (As Amended 1980) §§ 549 bis 556 und 559
is 568).

Bei der Kritikalitdtsanalyse wurde das Eindringen von Wasser in alle Hohlrdume der Verpackung
angenommen.

Beschreibung der Verpackung:

Der Transportbehalter TN7-2 ftir bestrahite Brennelemente besteht aus einem zylindrischen,
rostfreien  StahlauBenbehalter mit zugehdrigem Edelstahldeckel, der eine integrierte
Bleiabschirmung besitzt, vier Tragzapfen und je einem Boden- und DeckelstoRdampfer und einem
zentrisch eingebauten zylindrischen Innenbehaiter aus rostfreiem Stahl, der in Verbindung mit dem
Deckel die .Dichte UmschlieBung® bildet. Zwischen dem Innen- und Auflenbehdlter befindet sich
eine Bleiabschirmung mit einer Dicke von 185 mm im Wandbereich, 170 mm im Bodenbereich und
185 mm im Deckelbereich, die von einer Wameisolierung aus feuchtem Zement umgeben ist
(sieche auch das anliegende Datenblatt). In den Innenbehdlter sind bis zu vier Einsatzkbrbe
Gbereinander eingesetzt.

FUr den Transport wird das Versandstiick auf dem Transportmittel mittels eines Transportrahmens

befestigt.
Hauptabmessungen des Transportbehalters TN7-2 for bestrahite Brennelemente:

Lange (ohne Stoldampfer): 3136 mm
Lange (mit StoRdampfer): 39826 mm
Durchmesser (ohne Stoidampfer). 1030 mm
Durchmesser (mit Stodampfer): 1660 mm

Masse (beladen, ohne Transportgestell): max. 24270 kg

Zeichnungen:

Obersicht * Zeichn.-Nr. 0-150-050-04-00, Index 7 vom 09.06.1962 der Firma TN GmbH bzw.
Zeichn.-Nr. 81-0-6542-00, Index 7 vom 09.06.1982 der Firma Bleiwerk Goslar KG

DeckelstoRdémpfer  Zeichn.-Nr. 1-150-050-07-00, Index 3 vom 09.06.1982 der Firma TN GmbH bzw.
Zelchn.-Nr. 81-1-6542-15, Index 3 vom 09.06.1982 der Firma Bleiwark Goslar KG

BodenstoRdampfar  Zeichn.-Nr. 1-150-050-03-00, Index 3 vom 08.06.1882 der Firma TN GmbH bzw.
Zeichn.-Nr. 81-1-6542-16, Index 3 vom 09.06.1882 der Firma Bleiwerk Goslar KG

Brennelementkorb Zeichn.-Nr. 1-150-025-17-00, Index a vom 21.10.1977 der Firma TN GmbH

jeweils mit den zugeharigen Zeichrungen und Sticklisten
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Nebenbestimmungen und Hinweise:

1. Alle quaiitstssichemden MaBnahmen bei der Planung, den begleitenden Kontrolien und dem
Betrieb missen entsprechend den Mafigaben der Technischen Richtlinie ?ber Wafnahmen zur
Quaiitatssickerung (QM) und -aberwachung {QU) fir Verpackungen zur Beforderung radioaktiver
Stoffe (TRV 008) des BMV (VkBI. Heft 4, §. 233, 1881) erfoigen,

2. Diese Zulassung gilt nur for die Seriennummer 1 und 2 ( Fabrikationsnummer 2784 bzw. 2797) in
Verbindung mit der fur das betreffende Serienmuster ersteliten Abnahmebescheinigung
(Sachverstandigen - Bescheinigungen Nr. D 81/1380 S und Nr. D 81/1391 S des TOV Berlin vom
22.11.1982).

3. Es ist sicherzustellen, dass sich jeder Verwender der Verpackung vor der erstmaligen Benutzung
bei demn BfS registrieren lasst und bestatigt, dess er das Prifbuch, das insbesondere den Zulas-
sungsschein, die Benutzungs- und Warfungsanleitung und die Profplane zu den wiederkehrenden
Prafungen enthait, erhalten hat und beachtet Speziell sind hierzu anzufthren
+ Handhabungsanweisung Nr, 150-050-H-1.0, Rev. 3 Handhabung des Transportbehilters

TN7-2" vom 22. Novemnber 2002 der Firma Nuclear Cargo+Service GmbH
« Profanweisung Nr. 150-050-PW-1.0, Rev. 5 \Wiederkehrende Prufungen am
Transportbehalter TN 7-2* vom 17. November 2000 der Firma Nuclear Cargo+Service GmbH

4. Jedes Serienmuster ist mit dem oben angegebenen Kennzeichen und mit dem Datum (Monat,
Jahr) der nachsten wiederkehrenden Profung dauerhaft zu versehen.

5. Jedes Serienmuster ist rechtzeitiq wiederkehrenden Priifungen zu unterziehen. Fur Serienmuster,
die ausschiieBlich auBerhalb der Bundesrepublik Deutschiand verwendet werden, kénnen die
wiederkehrenden Pr0fungen durch Prifpersonal durchgefuhrt und bescheinigt werden, das von
der zustindigen Behorde des jeweiligen Landes autorisiert ist. Die Bescheinigungen Uber die
durchgefohrten wiederkehrenden Prufungen sind der BAM und dem BfS unaufgefordert zu-
zusenden.

6. Anderungen bezOglich der Stocklisten und den darin aufgeflhrien Zeichnungen und Werkstoff-
datenblatter, die der Zulassung zugrunde liegen, bedtrfen nach der Freigabe durch die BAM der
Genehmigung durch das BfS in Form einer Zustimmung zur Anderungsbescheinigung. Sie
werden damit Bestandteil der vorliegenden Zulassung.

7. Nach jeweils 25 Transporten mit einem Serienmuster der Bauart Transportbehalter TN7-2 far
bestrahite Brennelemente® sind die vorhandenen deckelseitigen Tragzapfen mit den zugehdrigen
Tragzapfenschrauben gegen neue auszutauschen. Die Anzahl von 25 Transporten verringert sich
auf 12 Transporte, wenn bei der Handhabung nicht nachweislich ausschlieRlich Hebezeuge mit
geregeiten Antrieben und Hubwerke mit Feinhub eingesetzt werden. Bei der Anzahl der
Transporte sind Prifungen im Rahmen einer wiederkehrenden Prifung als ein Transport mit zu

beriicksichtigen.

8. Das Versandstick ist unter ausschlieBlicher Verwendung zu beférdem, wenn die Transportkenn-
zahl 10 Obersteigt Weitere besondere MaRinahmen wahrend der Befrderung sind nicht
erforderlich.

9. Diese Zulassung entbindet den Absender nicht von der Notwendigkeit, 2twaige Vorschriften des
jeweiligen Landes, das vom Transport mit diesem Versandstuck berintt wird, 2u beachten.

10. Die Goltigkeitsdauer des Zulassungsscheines Di4342/B(U)F-85 (Rev. 2) bleibt von dieser
Zulassung unberdhrt.
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- Blatt 5 des Zulassungsscheines D/4342/B(U)F-85 (Rev. 3) -

Kosten:

1. Aufgrund von §12 Abs. 1 und 2 des Gesetzes Ober die Beforderung gefshricher Guter
(Gefahrgutbeforderungsgesetz - GGBefG) in der Fassung der Bekanntmachung vom
29. September 1698 (BGBI. | 8. 3114), zuletzt geaindert durch Gesetz vom 21. Juni 2005 (BGBI. |
S. 1818), in Verbindung mit Artikel 1 und Anlage {zu Artikel 1), I. Teil, GebGhrennummer 007 der
Kostenverordnung for Mafinahmen bei der Befsrderung gefshriicher Goter (GGKostfV) vom
13. November 1880 (BGBL | S. 2490), zuletzt gesndert durch die Drifte Verordnung zur Anderung
gefahrgutrechtlicher Verordnungen vomn 17. Dezember 2004 (BGBI. |, S. 3711), werden fir diesen
Bescheid Kosten - Geblhren und Ausiagen - erhoben.

2. Die Kosten hat gemaB § 12 Abs. 1 des CGGBefG in Verbindung mit §13 Abs. 1 Nr. 1 des
Verwallungskostengesetzes (VwKostG) vom 23. Juni 1970 (BGBI. | S.821), zuletzt geéndert
durch Gesetz vom 05. Mai 2004 (BGBI. | S. 718), die Firma Nuclear Cargo+Service GmbH zu
tragen.

3. Die Kostenfestsetzung erfolgt durch gesonderten Bescheid,

Rechtsbehelfsbelehrung:

Gegen diesen Bescheid kann innerhalb eines Monats nach Bekanntgabe Widerspruch erhoben
werden. Der Widerspruch ist bei dem Bundesamt fur Strahlenschutz, Willy-Brandt-Strale 5,
38226 Salzgitter, schriftlich oder zur Niederschrift einzulegen.

Salzgitter, den 6. Dezember 2005
im Auftrag
Dr. Reiche
Anlagen

Anhang
Anlage:  Datenblatt Nr. 150-050-00, Rev. a
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- Anhang zum Zulassungsschein D/4342/B(U)F-85 (Rev. 8) -

Rev. | Ausstellungs- | Giiltigkeits- | Grund der Revision
Nr. datum dauer
0 06.04.2000 06.04.2003 Erstausstellung
1 26.02.2003 31.12.2004 Berlicksichtigung aktualisierter Vorschriften, Streichung
Inhalt Nr. 2 (ESSOR-BE) und entsprechende
Anpassung
2 28.10.2004 31.03.2006 Verizngerung der GOltigkeitsdauer, Anpassungen
: aufgrund geanderter Rechtsvorschriften
(Vorschriftenzitate)
3 06.12.2005 31.12.2008 | Verlangerung der Gulfigkeitsdauer, Anpassungen
aufgrund geanderter Rechtsvorschriften
{Vorschriftenzitate)
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- Anlage zum Zulassungsschein D/4342/B(U)F-85 {(Rev.3) -
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